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1. Small voice coil actuator for auto focusing of 
compact camera module
2. Precision assembly technology for high 
reliability
3. Precise lens driving ability
4. High propulsion capability
5. Excellent attitude stability

• Any products mentioned in this catalog are subject to any modification in their appearance and others for improvements without prior notification.

• The details listed here are not a guarantee of the individual products at the time of ordering. When using the products, you will be asked to check their specifications.

VCM Type
Posture
Size

Open Loop
Top
13.5mm X 13.5mm

Characteristics

Autofocus Actuator (VCM)

KAFA96SD5-T2

Lens Barrel Size

Lens Barrel Weight

Φ11.0mm

370mg

VCM Height

DCR (at 25°C)
Maximum Stroke
Rated Stroke

640μm
540μm

Rated Stroke (macro. side)
Sensitivity

340μm

4.2μm/mA

Rated Stroke (inf. side)

Posture Dependence 55μm

AF Rated Current 105mA

3.6mm

20.2Ω

200μm

Features



Dimensions
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Autofocus Actuator (VCM)
KAFA96SD5-T2

• Any products mentioned in this catalog are subject to any modification in their appearance and others for improvements without prior notification.

• The details listed here are not a guarantee of the individual products at the time of ordering. When using the products, you will be asked to check their specifications.
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